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GRiDPAD Technical Specifications 
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Rugged: Impact Resistant Case 

Weight: 4.5 pounds (2Kg) with battery 

Height: 1.4" (3.6 em) 

Width: 9.25" (2:�.5 em) 
Length: 12.4" (31.4 em) 
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80C86 lOMHz processo1· 
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1MB 

lnstant-on, battery-backed for 48 hours 

Dl� PL.-\ y 

Reflective High-Contt·ast Liquid Crystal Display 
10" diagonal 640x400 CGA compatible 
1: l aspect ratio 

\1-\�:-i �TOH,\CE ( IUi\1 Stot·a�t· Canis) 

256KB or 512KB Capacity 

Battet·y-backed for 6 months 

Automatic low-battet·y waming 

Replaceable battet·y 

Two cat·d slots 
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RS-232C serial po•·t (9-pin) 

External expansion bus 

External keyboard pot·t 
[ntegral tethered pen foe handwriting input 

Five user-defined function keys 
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2400 baud MNP 
Error detection and COITection 
Data compres ion 

Support up to MNP Level 5 

Hayes Smartmodem compatible 
Bell and CCITT (V.22 Bis) compatible 
Dual modulat· phone jack intet·face 

1'0\\.EH MANACEMENT 

LED indicato1· lights fo•· low power 
and exten1al powe•· 
On/off switch turns all power· off ex1:ept to 
mass sto•·age a •·ea 

Standby switch tu.-ns all puwe1· off except to HAM 

Stot·age Cat·ds and inte•·nal memm·y a1·eas 
Automatic sleep mode turns clock speed to ze1·o 

(activated during inactive pe•·iods while unit is 

turnt>d on) 
Bridge battery allows change of main battery 
while in standby mode 
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lntemal NiCad •·echargeable!t·emovable battery pack 

External power supply (llOVAC) 

European option (220/240VAC ) available 
Battery pack accepts standard AA-size batte•·ies 

ENVII{ONMENTAL I{ANCE 

Tempe•·ature:OC to 40C Ope•·ating 

-20C to 60C Stm·age & Tt·ansportation 
Humidity: 10% to 90% Opet·ating 

5% to 95% Stoeage & T•·ansportation 
Shock: lOG Opet·ating 

70G Storage & Transpot·tation 
Vibration: 5-200 Hz@ 0.5G Operating 

5-200 Hz @ l.5G Storage & Tt·ansportation 

AGENCY APPROVALS 

Safety: UL, CSA, TUV 

Emissions: FCC Class B, C.I.S.P.R. 22 Class B 

SOFTWARE 

MS-DOS 3.3 in intemal ROM 

Built-in LapLink device dt·iveL othet· utilities 

HARD DISK EXPANSION UNIT (Optional) 

PHYSICAL CliARACTERISTICS 

Rugged: Impact Resistant Case 
Weight: 3 pounds (1.36 Kg) with battet·y 
Height: 1.25" (3.18 em) 

Width: 9" (22.9 em) 
Length: 12.25" (30.5 em) 
"Quick-Connect" for attachment to main unit 

DISK TOllAGE 

20MB Hard Disk Drive 

INTERFACES 

Parallel pt·intet· pot·t (25-pin) 
External pel'ipheral po1·t (25-pin) 
Extemal keyboa1·d port 

Call 800-222-GRiD 01· contact the GRiD Sales Offiet' 
or GRiD Systems Centet· nea•·est you. 

GlliO i� a n•gi.!ih'rt'll tnt�ll'nllilrk ufGHill S�:-tl-111>4 Cuqu1ntlinn. 
GHiOI'AO i� a tnulf•mllrk ttfGHif) Sy:ott·m,. Curlturatiuu. 
Otlu·r l1rancf.s nr Jtruthwt mmlt'� an· tnult·nutrk� ur uf tht·ir rt•:oo.tH•t•li\'t• hultlt•r!l. 

GRiD Systems Corp01·ation, 47211 Lakeview Boulevard, 

P.O. Box 5003, Fremont, CA 94537-5003, (415) 656-4700 
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